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This specifications document has been drafted in accordance with the executive construction project prepared prior to the commencement of works. During the execution of the works, changes or modifications may occur
for technical, regulatory or aesthetic reasons; therefore, the qualities of materials, construction elements and references to commercial brands contained herein should be considered indicative. In any case, any changes
made by the Developer during the works will employ qualities and suppliers equivalent to those indicated in this document.
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FACADE DETAILS

Northwest Facade:

Aluminium facade structure clad in slate
stone, with high waterproofing (Tyvek
membrane) and 20 cm rock wool
insulation, achieving an Energy Class A
certification in accordance with Andorran
regulations.

Schico aluminium windows with a U-value
of 0.9 and Forster steel profiles for large
pivoting windows.

Individual window operation system for
north-facing and skylight windows, tailored
to each unit.
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for technical, regulatory or aesthetic reasons; therefore, the qualities of materials, construction elements and references to commercial brands contained herein should be considered indicative. In any case, any changes
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ACCESS TO RESIDENCES FROM THE PARKING

NORTH-WEST FACADE: VIEWS OF ORDING NORTH-WEST FACADE: VIEWS OF ORDINO

This specifications document has been drafted in accordance with the executive construction project prepared prior to the commencement of works. During the execution of the works, changes or modifications may occur
for technical, regulatory or aesthetic reasons; therefore, the qualities of materials, construction elements and references to commercial brands contained herein should be considered indicative. In any case, any changes
made by the Developer during the works will employ qualities and suppliers equivalent to those indicated in this document.
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]‘-w. The communal outdoor area occupies the entire space between Querolas Q5
s i I and Q6, sheltering the lake and gardens that connect the group of buildings.
2 L All materials used bear the distinctive characteristics of La Querola or are
5“ H natural, such as the rock and the mountain spring water.

This specifications document has been drafted in accordance with the executive construction project prepared prior to the commencement of works. During the execution of the works, changes or modifications may occur
for technical, regulatory or aesthetic reasons; therefore, the qualities of materials, construction elements and references to commercial brands contained herein should be considered indicative. In any case, any changes
made by the Developer during the works will employ qualities and suppliers equivalent to those indicated in this document.
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1) There are two communal areas, indoor and outdoor. The indoor area is
located in a large high stone cone at the lower level of Querola Q2, with
direct access from the garden-pool. It includes the following facilities:
Exclusive multipurpose room for the owners' community, suitable for
billiards, table tennis, TV projection and events.

2) Equipped fitness area and space for other activities such as yoga.

COMMON AREAS HALL POOL - THEATRE 3) Wellness area with spa, massage room, hammam, sauna and outdoor

hydromassage tub set into the slate facade.
4) Indoor pool with exclusively designed relaxation area.

5) Spacious hall ensuring communication between the different zones and
connecting the communal space with the individual Querolas.

SPA

This specifications document has been drafted in accordance with the executive construction project prepared prior to the commencement of works. During the execution of the works, changes or modifications may occur
for technical, regulatory or aesthetic reasons; therefore, the qualities of materials, construction elements and references to commercial brands contained herein should be considered indicative. In any case, any changes
made by the Developer during the works will employ qualities and suppliers equivalent to those indicated in this document.
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All essential elements have been designed exclusively for La Querola. The kitchen cabinets are a prime example. We have entrusted Martinez-Otero, an interior design
firm with top-level projects worldwide, with their design and production.

The doors are covered with a subtle metallic honeycomb pattern that creates an interplay of transparency and reflection. The result is a combination of contemporary
and traditional materials (oak wood) playing a central role in La Querola’s interior design project.

This specifications document has been drafted in accordance with the executive construction project prepared prior to the commencement of works. During the execution of the works, changes or modifications may occur
for technical, regulatory or aesthetic reasons; therefore, the qualities of materials, construction elements and references to commercial brands contained herein should be considered indicative. In any case, any changes
made by the Developer during the works will employ qualities and suppliers equivalent to those indicated in this document.
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We can see a spacious kitchen, welcoming and luxuriously furnished thanks to a thoughtful combination of cabinetry that enhances functionality, and equipped with high-
end Miele appliances. Left: the so-called office area where secondary tasks can be carried out such as preparing coffee, tea or drinks, and which has its own washing
system. Right: at the centre stands a large oak wood table designed by Jean Nouvel and produced by French craftsmen working in the traditional manner.

This specifications document has been drafted in accordance with the executive construction project prepared prior to the commencement of works. During the execution of the works, changes or modifications may occur
for technical, regulatory or aesthetic reasons; therefore, the qualities of materials, construction elements and references to commercial brands contained herein should be considered indicative. In any case, any changes
made by the Developer during the works will employ qualities and suppliers equivalent to those indicated in this document.
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One of the defining principles of La Querola is the transversality of the apartments: all units extend from the northwest slate facade to the southeast timber facade,
enhancing two radically contrasting landscapes. This transversality gives each facade a distinct purpose — landscape contemplation on the northwest side and
comfortable living on the southeast side, with the addition of generous terraces. The kitchen's sliding glass doors open onto a private terrace equipped with a bespoke
steel barbecue.

This specifications document has been drafted in accordance with the executive construction project prepared prior to the commencement of works. During the execution of the works, changes or modifications may occur
for technical, regulatory or aesthetic reasons; therefore, the qualities of materials, construction elements and references to commercial brands contained herein should be considered indicative. In any case, any changes
made by the Developer during the works will employ qualities and suppliers equivalent to those indicated in this document.
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The dialogue between the two facades also determines the colour, textures and arrangement of materials. Jean Nouvel's choice of lighter tones in the southeast-facing
bedroom contrasts with the northwest-facing rooms clad in slate. The dominant material is oak wood.

The wardrobes have excellent finishes and are fitted with mirrored doors to reflect both the interior and the landscape. The same wood is used for the Admonter wide-
plank parquet flooring, as well as for partitions and doors. Ceilings are in exposed concrete, retaining the forms resulting from the use of formwork.

This specifications document has been drafted in accordance with the executive construction project prepared prior to the commencement of works. During the execution of the works, changes or modifications may occur
for technical, regulatory or aesthetic reasons; therefore, the qualities of materials, construction elements and references to commercial brands contained herein should be considered indicative. In any case, any changes
made by the Developer during the works will employ qualities and suppliers equivalent to those indicated in this document.
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Interior views of the family room

At La Querola, every residence includes a Family Room. This is a spacious area at the lower level, finished identically to the rest of the home. Its design allows for multiple uses, such as a
home cinema, wine cellar or games room, among others.

This specifications document has been drafted in accordance with the executive construction project prepared prior to the commencement of works. During the execution of the works, changes or modifications may occur
for technical, regulatory or aesthetic reasons; therefore, the qualities of materials, construction elements and references to commercial brands contained herein should be considered indicative. In any case, any changes
made by the Developer during the works will employ qualities and suppliers equivalent to those indicated in this document.
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View of the entrance to the family room and the garage

La Querolad's design provides all apartments with two entrances: one directly from the exterior via the landscaped area and outdoor staircases, and another from the parking area, giving
access to the Family Room and private parking space.

The finishes match those of the south facade — wood and lacquered aluminium/steel — creating continuity in treatments and avoiding the jarring breaks found in certain buildings. Ceilings
follow the general scheme with exposed concrete.

This specifications document has been drafted in accordance with the executive construction project prepared prior to the commencement of works. During the execution of the works, changes or modifications may occur
for technical, regulatory or aesthetic reasons; therefore, the qualities of materials, construction elements and references to commercial brands contained herein should be considered indicative. In any case, any changes
made by the Developer during the works will employ qualities and suppliers equivalent to those indicated in this document.
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Wood

The most prevalent material at La Querola is undoubtedly wood parquet. We have selected a three-
layer product with an ock finish and larch wood in the core, ensuring outstanding durability.

The difference between floor and wall cladding lies in the texture, which is less pronounced on floors

to facilitate cleaning. Vertical parquet is laid with battens and horizontal parquet with a chemical
product adapted to the existing underfloor heating system.

Interior doors

La Querold's interior doors have two defining characteristics: they run from floor to ceiling at a standard
height of 2.65 m, and their thickness matches the wall thickness, installed so that they align flush on both
faces. The cladding is the same as the vertical parquet.

The visual impact of the doors is therefore nil.

This specifications document has been drafted in accordance with the executive construction project prepared prior to the commencement of works. During the execution of the works, changes or modifications may occur
for technical, regulatory or aesthetic reasons; therefore, the qualities of materials, construction elements and references to commercial brands contained herein should be considered indicative. In any case, any changes
made by the Developer during the works will employ qualities and suppliers equivalent to those indicated in this document.
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Solid Surface

All bathrooms, without exception, are finished with a high-performance resin-based material, widely used
in sterile environments, which allows infinite shapes to be created without assembly joints.

For La Querola, we have selected two products: Corian — widely recognised across Europe — for the dark
bathrooms on the north facade, and Porcelanosa’s Krion in the Tofe colour for the remaining bathrooms.

https://www.porcelanosa.com/colecciones/krion/

Gessi Tapware

Gessi's Italian bathroom and kitchen tapware combines excellent design, technical performance and
superior finishes. All tapware features an exclusive bespoke finish.

https://www.gessi.com/en/catalogue/bathroom

This specifications document has been drafted in accordance with the executive construction project prepared prior to the commencement of works. During the execution of the works, changes or modifications may occur
for technical, regulatory or aesthetic reasons; therefore, the qualities of materials, construction elements and references to commercial brands contained herein should be considered indicative. In any case, any changes
made by the Developer during the works will employ qualities and suppliers equivalent to those indicated in this document.
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Schiico aluminium joinery

Most of La Querola’s aluminium joinery comes from the prestigious German manufacturer Schico,
renowned for its technological advances in thermal insulation. From Schico's catalogue, series 75 has
been selected for the north facade and series 65 for the south facade, a distinction based purely on
technical and geometric considerations.

https://www.schueco.com/web2/es/particulares/productos/ventanas

Hyline aluminium joinery

Hyline is a Portuguese company whose guiding principle is to maximise the glazed surface of a window by
reducing the aluminium frame area. This ethos aligns perfectly with our desire to minimise the boundary
between exterior and interior in the kitchen areaq, thereby reinforcing the transversality of the apartments.

https://hyline.com.pt/products/

This specifications document has been drafted in accordance with the executive construction project prepared prior to the commencement of works. During the execution of the works, changes or modifications may occur
for technical, regulatory or aesthetic reasons; therefore, the qualities of materials, construction elements and references to commercial brands contained herein should be considered indicative. In any case, any changes
made by the Developer during the works will employ qualities and suppliers equivalent to those indicated in this document.


https://www.schueco.com/web2/es/particulares/productos/ventanas
https://hyline.com.pt/products/

LA QUEROLA FINISHES — MATERIALS 04 SPECIFICATIONS DOCUMENT

Forster steel joinery

Forster is a Swiss company specialising in steel joinery. For La Querola, the 'Forster Unico’ model has
been selected for the thermally insulated windows on the northwest facade and the doors. Its robust
construction matches the weight of some upper openings, which exceeds 600 kg.

https://www.forster-profile.ch/gb-en/solutions/systemapplication/windows-glazing-with- thermal-break.html

South facade timber

The south facade is clad in wood, as a counterpoint to the slate north facade. A timber species is required
that retains its geometric properties despite a natural colour shift towards grey — which is precisely the
desired finish. The chosen material is thermally treated pine at 3 cm, with an aluminium fixing system
industrialised specifically for La Querola. The thermal treatment significantly reduces moisture content,
hence the dimensional stability; it also lightens the overall assembly, allowing the use of an aluminium
structure rather than steel, which would require periodic maintenance.

On the floors and ceilings of the terraces, the timber dimension is 6.5 cm.

This specifications document has been drafted in accordance with the executive construction project prepared prior to the commencement of works. During the execution of the works, changes or modifications may occur
for technical, regulatory or aesthetic reasons; therefore, the qualities of materials, construction elements and references to commercial brands contained herein should be considered indicative. In any case, any changes
made by the Developer during the works will employ qualities and suppliers equivalent to those indicated in this document.
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Stainless steel mesh railings

Consistent with the aim of creating a special relationship between interior and exterior, the railings have
been designed with tensioned stainless steel mesh, eliminating a significant visual barrier between the two
environments.

This solution has also been extended to the outdoor staircases providing access to the individual
apartments.

Lutron home automation system

PFor the control of all building systems, La Querola has chosen the American brand Lutron.
Headquartered in New York, Lutron is a leader in lighting control devices and systems.

Its primary focus is continuous integration into the smart grid to achieve energy savings, comfort and
adaptability to new technologies.

https://www.lutron.com/es-LA/Paginas/default.aspx

This specifications document has been drafted in accordance with the executive construction project prepared prior to the commencement of works. During the execution of the works, changes or modifications may occur
for technical, regulatory or aesthetic reasons; therefore, the qualities of materials, construction elements and references to commercial brands contained herein should be considered indicative. In any case, any changes
made by the Developer during the works will employ qualities and suppliers equivalent to those indicated in this document.
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A QUEROLA SERVICES 01

Geothermal energy

Geothermal energy works by modifying the temperature of water through a circulation cycle into the ground. At La
Querola, 165 boreholes of 105 m have been drilled to supply the entire heat pump system.

The temperature obtained at that depth is approximately 12 °C in winter, sufficient to generate the required energy.
Being fully renewable, geothermal energy provides heat in winter and cooling in summer, constituting a
comprehensive air conditioning and domestic hot water system.

Heat pumps

Samsung heat pumps come in different outputs (28 to 46 kWh) according to the size of the home and have an
approximate COP of 5, meaning they return more energy than they consume. Each home has its own plant room
housing the geothermal energy production equipment. Samsung is a trusted company capable of undertaking the
installation and maintenance

https://www.samsung.com/es/business/climate/
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Underfloor heating

At La Querola, the latest-generation underfloor heating system is by Uponor (Finland). The pipework equipping the
geothermal boreholes and the circulation system that prevents domestic hot water from accumulating are also from
Uponor. This means the water from the tap has not been stored, thus meeting fresh drinking water standards.

https://www.uponor.es/

Kitchen & laundry equipment

All La Querola kitchens are equipped with top-of-the-range Miele appliances:
Wine cabinet KWT 6321 UG

Dishwasher G 7150 SCV

Oven H 7890 BP

Mastercool fridge-freezer KF 7465 FL

Induction hob KM 7465 FL

Teppanyaki domino CS 7632

Extractor hood DA 2628

https://www.miele.fr

This specifications document has been drafted in accordance with the executive construction project prepared prior to the commencement of works. During the execution of the works, changes or modifications may occur
for technical, regulatory or aesthetic reasons; therefore, the qualities of materials, construction elements and references to commercial brands contained herein should be considered indicative. In any case, any changes
made by the Developer during the works will employ qualities and suppliers equivalent to those indicated in this document.
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January 2022: SEACE (Samsung Electronics Air Conditioner Spain) received the 'Best
Engineering Project’ award for La Querola d'Ordino’s innovative air conditioning system.

26 April 2022: La Querola d'Ordino was awarded '‘Best Real Estate and Sustainable Project in
Andorra’ by the newspaper La Razéon in Madrid.

This specifications document has been drafted in accordance with the executive construction project prepared prior to the commencement of works. During the execution of the works, changes or modifications may occur
for technical, regulatory or aesthetic reasons; therefore, the qualities of materials, construction elements and references to commercial brands contained herein should be considered indicative. In any case, any changes

made by the Developer during the works will employ qualities and suppliers equivalent to those indicated in this document.



For more information:

https://laguerolaordino.com/
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	Wood
	The most prevalent material at La Querola is undoubtedly wood parquet. We have selected a three-layer product with an oak finish and larch wood in the core, ensuring outstanding durability.
	The difference between floor and wall cladding lies in the texture, which is less pronounced on floors to facilitate cleaning. Vertical parquet is laid with battens and horizontal parquet with a chemical product adapted to the existing underfloor heating system.

	Interior doors
	La Querola's interior doors have two defining characteristics: they run from floor to ceiling at a standard height of 2.65 m, and their thickness matches the wall thickness, installed so that they align flush on both faces. The cladding is the same as the vertical parquet.
	The visual impact of the doors is therefore nil.
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	Solid Surface
	All bathrooms, without exception, are finished with a high-performance resin-based material, widely used in sterile environments, which allows infinite shapes to be created without assembly joints.
	For La Querola, we have selected two products: Corian — widely recognised across Europe — for the dark bathrooms on the north facade, and Porcelanosa's Krion in the Tofe colour for the remaining bathrooms.
	https://www.porcelanosa.com/colecciones/krion/

	Gessi Tapware
	Gessi's Italian bathroom and kitchen tapware combines excellent design, technical performance and superior finishes. All tapware features an exclusive bespoke finish.
	https://www.gessi.com/en/catalogue/bathroom
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	Schüco aluminium joinery
	Most of La Querola's aluminium joinery comes from the prestigious German manufacturer Schüco, renowned for its technological advances in thermal insulation. From Schüco's catalogue, series 75 has been selected for the north facade and series 65 for the south facade, a distinction based purely on technical and geometric considerations.
	https://www.schueco.com/web2/es/particulares/productos/ventanas

	Hyline aluminium joinery
	Hyline is a Portuguese company whose guiding principle is to maximise the glazed surface of a window by reducing the aluminium frame area. This ethos aligns perfectly with our desire to minimise the boundary between exterior and interior in the kitchen area, thereby reinforcing the transversality of the apartments.
	https://hyline.com.pt/products/
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	Forster steel joinery
	Forster is a Swiss company specialising in steel joinery. For La Querola, the 'Forster Unico' model has been selected for the thermally insulated windows on the northwest facade and the doors. Its robust construction matches the weight of some upper openings, which exceeds 600 kg.
	https://www.forster-profile.ch/gb-en/solutions/systemapplication/windows-glazing-with- thermal-break.html

	South facade timber
	The south facade is clad in wood, as a counterpoint to the slate north facade. A timber species is required that retains its geometric properties despite a natural colour shift towards grey — which is precisely the desired finish. The chosen material is thermally treated pine at 3 cm, with an aluminium fixing system industrialised specifically for La Querola. The thermal treatment significantly reduces moisture content, hence the dimensional stability; it also lightens the overall assembly, allowing the use of an aluminium structure rather than steel, which would require periodic maintenance.
	On the floors and ceilings of the terraces, the timber dimension is 6.5 cm.
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	Stainless steel mesh railings
	Consistent with the aim of creating a special relationship between interior and exterior, the railings have been designed with tensioned stainless steel mesh, eliminating a significant visual barrier between the two environments.
	This solution has also been extended to the outdoor staircases providing access to the individual apartments.

	Lutron home automation system
	PFor the control of all building systems, La Querola has chosen the American brand Lutron. Headquartered in New York, Lutron is a leader in lighting control devices and systems.
	Its primary focus is continuous integration into the smart grid to achieve energy savings, comfort and adaptability to new technologies.
	https://www.lutron.com/es-LA/Paginas/default.aspx
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	Geothermal energy
	Geothermal energy works by modifying the temperature of water through a circulation cycle into the ground. At La Querola, 165 boreholes of 105 m have been drilled to supply the entire heat pump system.
	The temperature obtained at that depth is approximately 12 °C in winter, sufficient to generate the required energy. Being fully renewable, geothermal energy provides heat in winter and cooling in summer, constituting a comprehensive air conditioning and domestic hot water system.

	Heat pumps
	Samsung heat pumps come in different outputs (28 to 46 kWh) according to the size of the home and have an approximate COP of 5, meaning they return more energy than they consume. Each home has its own plant room housing the geothermal energy production equipment. Samsung is a trusted company capable of undertaking the installation and maintenance
	https://www.samsung.com/es/business/climate/


	SERVICES 02
	SPECIFICATIONS DOCUMENT
	Underfloor heating
	At La Querola, the latest-generation underfloor heating system is by Uponor (Finland). The pipework equipping the geothermal boreholes and the circulation system that prevents domestic hot water from accumulating are also from Uponor. This means the water from the tap has not been stored, thus meeting fresh drinking water standards.
	https://www.uponor.es/

	Kitchen & laundry equipment
	All La Querola kitchens are equipped with top-of-the-range Miele appliances: Wine cabinet KWT 6321 UG Dishwasher G 7150 SCV Oven H 7890 BP Mastercool fridge-freezer KF 7465 FL Induction hob KM 7465 FL Teppanyaki domino CS 7632 Extractor hood DA 2628
	https://www.miele.fr

	SPECIFICATIONS DOCUMENT

	January 2022: SEACE (Samsung Electronics Air Conditioner Spain) received the 'Best Engineering Project' award for La Querola d'Ordino's innovative air conditioning system.
	26 April 2022: La Querola d'Ordino was awarded 'Best Real Estate and Sustainable Project in Andorra' by the newspaper La Razón in Madrid.
	For more information:  https://laquerolaordino.com/

